ANJANAptTB DAM                                  TV. 32, (v)

(Hi) Density of the silt deposit-
ed

(w) Bate of advancement       of
of delta

(o) Actual yield as   against esti-
mated

(d)  Various    measurements and   (d) Few pressure pipes were inserted

observations                                into the body of the dam to as-

certain the slope of the hydraulic
gradient. Observations \vere
maie, but no definite results were
arrived at.

(i) Evaporation losses

(ii) Sweating below the dam

(Hi) Temperature measurements

(iv) Seepage and regeneration

(e)  Pish culture

(/) Anti-malaria measures

(5)  Recreation facilities

(6)  Lessons to be learnt from the cons-
truction and utilisation of the dam

IX. BIBLIOGRAPHY AND HISTORICAL

(1) Historical                                        The   construction   of    Anjanapur

Reservoir was sanctioned for
Rs. 17,85,000 in November 1927.
It was designed to command an
area of 9,302 acres but is actually
commanding 10,036 acres of land.

(3) Personnel                                            Okief Engineers

(i) Rajasevasakta J. Bhore, A,M.LC.

E.
(ii) Rajasevasakta M. G.   Rangaiya

B.A.B.E.
(iii) Dewan Bahadur N. X. Ayyanger

B.A., L.C.E., M.LE. (Ind.) LS.K

Superintending Etujmeers :
(0 Mr. R. W. Scoldwell
(ii) Mr. V. V. Karve, L.C.E.

(1)  Mr. C. T. Narasimba lyengar,
L.C.E.
(2)  Mr. M. Narasimhaiya, B.A., C.E.,
M.LE. (Ind.)-
(3)  Mr. K. G^rudachar, B.A., B.E.